
 

EPFL-005-100504 

 Electronically Commutated - 115 V, 50/60 Hz.  
 Moisture protection: totally enclosed - IP65  
 Operation: all angle, continuous air over 
 Rotation: CCW from shaft end 
 Bearings: Long-Life Sealed Ball Bearings 
 Cord terminals: various plugs, see table 

 Fan blade hub: 4 pins (.133"  on 1"  B.C.  
 Front mounting: M4 studs on 3.72” B.C. for shroud / guard 

 Single packed: Box dim. 5" x 5" x 5"  
 Accessories: nuts, screws, American fan blade adapter 

(when applicable) 
 DROP-IN Replacement to front mount shaded pole / ECM 

CE Certified & UL recognized  ELCO Motors 

 

 

AFTERMARKET HIGH EFFICIENT MOTORS - ECM-IP SERIES 

Stock # Watt Volt RPM  Amp ELCO 0EM # Type A dim. 
Cord 

length 

Term. /

Plug. 

Box  

lbs 

EC-HE-0147 1 12 115 1450 0.18 EDA12153UC0147 A 3.61" 14" 3pin 90° 2 

EC-HE-0170 2 12 115 1450 0.18 EDA12153UN0170 B 3.62" 14" 3pin 90° 2 

EC-HE-0176 15 115 1600 0.22 EDA15253UC0176 A 4.00" 16" 2pin 90° 3 

EC-HE-0182 10 115 1550 0.19 EDA10153UC0182 A 3.61" 16" 2pin 90° 2 

Type A Type B 

1 Replaces EC-HE-0040 (OEM# EDA12153UC0040) & ECM12W115V075 (OEM# ECB12UN302)     2 Replaces EC-HE-0048 (OEM# EDA12153UN0048)    

CROSS REFERENCE 

EC-HE-0147 Arneg Canada & US 34410013 , 34410009, 24681010 

EC-HE-0170 Arneg Canada & US 34410012 (for fan 34415010) 

EC-HE-0176 Hill Phoenix P078449H 

EC-HE-0182 Hill Phoenix P079441C, P066237A 


